
 
 
 
 
 

 

 

MultiSport™ Vertical Loop Surface 

 
Our MultiSport™ Synthetic Surface is 

extremely durable and caters for all sports 

and recreational level sports / play use and 

can receive inlaid line marking if desired.  

 

It is an excellent choice for new or 

refurbishment projects and offers good 

value and versatility, as a wide variety of 

colours are available to cover most uses. 

 

The MultiSport™ synthetic surfacing is 

great for the following reasons : 

 

 Multi Sports Surface 

 Low sand content 

 Low maintenance 

 Hard Wearing / Durable 

 Various Colours 
 

As the MultiSport™ synthetic surfacing is 

the most durable all weather surface it is 

being specified in whole host of applications 

from athletics facilities like long jump 

runways, kickabout sports courts, MUGAs, 

all weather pitches or pathways / walkways 

on golf courses. 
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MultiSport™ Synthetic Surface Sub Base 

 

The groundworks include getting rid 

of the top layer of SOD which is 

basically the surface consisting of 

grass roots, topsoil and debris. 

 

Once the SOD is removed and 

excavated then a Geo-textile 

Membrane that’s designed to 

specifically stop the growth of any 

weeds is installed. 

 

On top of the geotextile membrane 

then porous free draining stone is 

imported and compacted to give a 

suitable sub base to install the 

MultiSport™ synthetic surfacing. 

 

This sub base specification includes a 

timber edge to the perimeter of the 

groundworks which is where the 

MultiSport™ synthetic surfacing is 

fitted to the outside edge. 
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Synthetic Surfacing Colour Range 

 
MultiSport™ Synthetic Surfacing is a 

vertical loop sports surface which is 

extremely durable and caters for all sports 

and recreational level sports and can receive 

inlaid line marking which are ideal for 

sports lines or even contrasting coloured 

goalkeeper D’s. 

 

It is an excellent choice for new sports court 

facilities or upgrade projects and offers good 

value and versatility, as a wide variety of 

colours are available to cover most uses.  

 

The standard colour range available is: 
 

 Sporting Green 

 Terracotta 

 Yellow 

 Light Blue 

 Red 

 Navy Blue 
 

The main advantages of the synthetic turf 

are: They are the most hard wearing surface 

specification, are never slippery in wet 

conditions, top quality all weather flooring, 

longevity and are available in a whole host 

of colours. 
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 SURFACINGS FOR SPORTS AREAS 

 

120 SURFACING FOR MULTISPORT AREA – SYNTHETIC TURF PITCH 

 Type: MultiSport™ Filled Synthetic Turf 

 Performance: To BS EN 14877 

- Class: Sport England MUGA type 5, Construction of Multi Use Games Areas 

 Anticipated usage: to be confirmed 

 Priority of activities: 1. 5-a-side football, 2. Hockey, 3. Athletics, 4. Basketball, 5. Tennis 

 Standard of play: Recreational 

 

210 FILLED SYNTHETIC SURFACING 

 Sub-base: Base Course Macadam 

- Thickness: 200mm Stone Sub Base (subject to ground conditions) 

- Thickness: 50mm Open Textured 20mm aggregate base course macadam 

- Manufacturer: Soft Surfaces, Tel: 01625 445760 

 Base: In situ Shockpad : 2-6mm SBR rubber granule material or Matchpad 

- Thickness: 10-20mm dependent on tolerances 

 Surface Course: MultiSport™ Synthetic Surfacing 

- Standard: To BS 15330-1 

- Manufacturer: Soft Surfaces Ltd, 35 Water Lane, Wilmslow, SK9 5AR 

- Tel: 01625 445760, Fax: 01625 525619 

- Email: sports@softsurfaces.co.uk  Website: www.sportsandsafetysurfaces.co.uk 

- Colour: From standard colour range 

- Pile Height: TBC 

- Health and Safety: CHAS accredited, API accredited, CONSTRUCTIONLINE accredited 

Substance known to be toxic or carcinogenic on skin or released as vapour or dust during 

normal use: Not permitted. 

 Submit: 

- Resistance to abrasive wear, slip resistance, resistance to indentation and ease of 

ignition: Evidence of testing to BS 4790. 

- Maintenance: To be carried out by Sports & Safety Surfaces, Tel : 01625 445760 

 

420 LINE MARKINGS 

 Method of Application : Cut and inlaid into carpet 

- Setting Out: To accredited standards (FA, IRB, FIH) 

- Colour: Dependent of primary sports 

 

COMPLETION 

 

910 SPORTS SURFACE TESTING 

 Standard: To BS EN 14877 and BS 15330-1, where applicable. 

 Testing Body: Sports & Safety Surfaces accredited independent laboratory 

 Timing: Within ten days of completing the surface works. 

 Test Results: Submit. 

 

930 DOCUMENTATION 

 General: For all types of surfacing, provide the following: 

- Name and contact details of installer. 

- Date of installation. 

- Name and contact details of manufacturer. 

- Type/ description/ reference of products used. 

- Manufacturer’s recommended inspection and maintenance procedures to maintain safety 

and impact absorbing performance. 

- Manufacturer’s recommended cleaning and maintenance methods, where relevant. 

http://www.sportsandsafetysurfaces.co.uk/synthetic_sports_surfacing.php
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MULTISPORT™ SYNTHETIC MAINTENANCE GUIDE 
 
 

Maintenance Free?? 
All synthetic surfaces are commonly referred to as “all weather” and regarded as having minimal 

maintenance requirements.  These pre-conceptions are incorrect given the nature of the composite 

components and the environment in which we live.   

 

MultiSport™ synthetic sports carpets are in-filled with silica sand.  The grading of this material is 

also commonly utilised in filtration beds.  The very function of why it is ideally suited for filtration 

beds raises maintenance issues within synthetic sports carpets.  Unfortunately, nowhere in the UK is 

atmospheric pollution not an issue.  With rainfall, the silica sand will filtrate these pollutants and 

form a layer of contamination within the infill.  As this continues an ideal medium is formed to spore 

the growth of moss.  Once established this moss will further contribute to contamination through old 

growth decaying, and the problems of surface contamination and reduced playability are accelerated.  

Other contaminants such as decaying tree vegetation, shoe crumb and worn tennis ball fibres, 

including any debris carried underfoot, will further extenuate the problem.  This on going phenomena 

cannot be escaped, even by surfaces rarely used.   

 

For the above reasons, and in order to keep the Client’s investment in prime condition varying degrees 

of maintenance are required.  Each facility is unique within its environment and individual maintenance 

regimes are required to suit varying conditions.  However, as a minimum, all sand filled MultiSport™ 

synthetic sports carpets should regularly be brushed, surface contaminants removed and an 

appropriate moss killer applied on an annual basis.   

 

Maintenance 
A synthetic surface needs to be maintained properly and regularly from installation to ensure that no 

quality is lost in the future. If a surface is not maintained correctly it can result in the surface being 

hazardous to players resulting in injury, cause the surface to become hard and uneven and reduce the 

life of the surface. We can ensure that your synthetic surface is maintained to the highest standard, 

resulting in an improved surface performance, extended life and increased revenue by offering the 

following maintenance systems. 

 

Brushing 
Brushing is an essential part to maintain the surface and should be carried out on a weekly basis 

because uneven piles will leave carpet fibres un-protected and un-supported. Over time with usage 

the infill levels will be dispersed towards the edges of the pitch away from the high wear areas and 

as the infill acts as a wearing course it is essential that this is rectified to maintain the life 

expectancy of the pitch. 

 

 

 

 



 

 

 

 

 

Infill Levels 
To ensure the maximum life expectancy of a synthetic turf sports pitch is achieved, it is vital that 

correct infill levels are maintained and monitored. Please note you may find that sand sits on the 

surface to start with, but this will soon work into the pile through rain, wind and foot traffic. 

 

Line Marking 
Sports lines obviously determine the dimensions of the pitch and the primary sport line marking is 

always inlaid into the synthetic sports surfaces providing a permanent solution. Should you require 

additional ‘seasonal sports’ line marking then this can be applied also and there is both temporary 

paint and permanent paint however both applications need re-lining regularly. The temporary paint 

generally has a lifespan of only a few months where a permanent paint should get the pitch a full 

summer of sports but both dependent on usage of the surface area. 

 

Chemical Treatments 
Changes in climate conditions have seen an increase in the number of pitches affected by the growth 

of moss and algae, particularly in areas that receive little sunlight due to overhanging trees and 

kickboards. Although regular maintenance can help to reduce this build up, it is still essential that the 

affected areas are chemically treated. Specialist chemicals can be used on synthetic surfaces and 

these can be algaecides, mossicides, weed killers, de-icers, etc. The surfaces should be treated with 

a proprietary non oil-based killer. 

 

Additional Maintenance 
 Wherever and whenever contaminants are present, remove them as soon as possible. 

 No food or drink should be allowed on the pitch, especially chewing gum. 

 Smoking should also not be allowed. 

 All leaves, soils & seeds and as a result moss and weeds should be removed regularly. 

 

Reasons For Maintenance 
An active maintenance programme will maximize the lifetime of the installation and ensure many 

satisfactory years of use. The maintenance regime is based around simple principles; 

 Keeping the surface clean 

 Keeping the infill level 

 Keeping the fiber upright 

 Reporting all minor defects before they become major problems. 
 

 
For newly installed sports pitches or multi use games areas then it will take between 2-3 

months for the playing surface to reach its optimum playing performance. The reason for this is 

to allow for the infill materials to fully penetrate and settle into the surfacing. 
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Clients and operators must be aware that failure to implement a recognised maintenance 

program will undoubtedly shorten the life expectancy and invalidate any guarantee. 

 
MAINTENANCE AND SAFETY INSPECTION SHEET 
 

 

DAILY 

Check for visual evidence of vandalism, accidental damage and excessive wear. 

Clear leaves, rubbish and debris from the surface. 

WEEKLY 

Deal with any new weeds, moss or algae. Inspect whole surface for signs of damage or wear, seek advice from manufacturer as required. 

Distribute infill evenly over the sports pitch. 

MONTHLY 

Power Sweeping of the entire area to avoid compaction and distribute infill. 

TWICE A YEAR 

Deep clean entire surfacing infill and re-distribute the clean infill back into the pile. 

DAMAGED SURFACING 

In the event of accidental damage being identified, please contact Soft Surfaces Ltd for advice (Tel. 01625 445760).  

 

 

INHOUSE INSPECTION AND MAINTENANCE SHEET 

 

Daily (visual) Inspection 
Date: 

Inspected by: 

 

Detail Yes No N/A 

Check for vandalism    

Check for moss, signs of wear, uneven infill    

Check for seam repairs    

 

 

Weekly Inspection 

Date: 

Inspected by: 

 

Detail Yes No N/A 

Clear leaves, rubbish and debris from the surface    

Deal with any new weeds, moss or algae    

Drag mat the infill and spread evenly into the hard wear areas    

 

 

We recommend that photographic records of the playing surface are taken and recorded on all weekly inspections 

 

Strongly advise the monthly visits are carried out by a professional contractor 

 

Please make sure sports pitch signage is installed to the entrance gate with the relevant information like the correct 

footwear, no vehicles, no food or drink and all site details regarding the project 
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